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using the same test procedure and fre-
quency of testing as specified in 
§ 178.345–5(b). 

[Amdt. 178–89, 54 FR 25022, June 12, 1989, as 
amended by Amdt. 178–105, 59 FR 55175, Nov. 
3, 1994; 68 FR 19284, Apr. 18, 2003] 

§ 178.345–6 Supports and anchoring. 
(a) A cargo tank with a frame not in-

tegral to the cargo tank must have the 
tank secured by restraining devices to 
eliminate any motion between the 
tank and frame that may abrade the 
tank shell due to the stopping, start-
ing, or turning of the cargo tank motor 
vehicle. The design calculations of the 
support elements must include the 
stresses indicated in § 178.345–3(b) and 
as generated by the loads described in 
§ 178.345–3(c). Such restraining devices 
must be readily accessible for inspec-
tion and maintenance, except that in-
sulation and jacketing are permitted to 
cover the restraining devices. 

(b) A cargo tank designed and con-
structed so that it constitutes, in 
whole or in part, the structural mem-
ber used in lieu of a frame must be sup-
ported in such a manner that the re-
sulting stress levels in the cargo tank 
do not exceed those specified in 
§ 178.345–3(a). The design calculations of 
the support elements must include the 
stresses indicated in § 178.345–3(b) and 
as generated by the loads described in 
§ 178.345–3(c). 

[Amdt. 178–89, 54 FR 25023, June 12, 1989, as 
amended by Amdt. 178–105, 59 FR 55175, Nov. 
3, 1994; Amdt. 178–118, 61 FR 51341, Oct. 1, 
1996] 

§ 178.345–7 Circumferential reinforce-
ments. 

(a) A cargo tank with a shell thick-
ness of less than 3⁄8 inch must be cir-
cumferentially reinforced with bulk-
heads, baffles, ring stiffeners, or any 
combination thereof, in addition to the 
cargo tank heads. 

(1) Circumferential reinforcement 
must be located so that the thickness 
and tensile strength of the shell mate-
rial in combination with the frame and 
reinforcement produces structural in-
tegrity at least equal to that pre-
scribed in § 178.345–3 and in such a man-
ner that the maximum unreinforced 
portion of the shell does not exceed 60 
inches. For cargo tanks designed to be 

loaded by vacuum, spacing of circum-
ferential reinforcement may exceed 60 
inches provided the maximum 
unreinforced portion of the shell con-
forms with the requirements in Section 
VIII of the ASME Code (IBR, see § 171.7 
of this subchapter). 

(2) Where circumferential joints are 
made between conical shell sections, or 
between conical and cylindrical shell 
sections, and the angle between adja-
cent sections is less than 160 degrees, 
circumferential reinforcement must be 
located within one inch of the shell 
joint, unless otherwise reinforced with 
structural members capable of main-
taining shell stress levels authorized in 
§ 178.345–3. When the joint is formed by 
the large ends of adjacent conical shell 
sections, or by the large end of a con-
ical shell and a cylindrical shell sec-
tion, this angle is measured inside the 
shell; when the joint is formed by the 
small end of a conical shell section and 
a cylindrical shell section, it is meas-
ured outside the shell. 

(b) Except for doubler plates and 
knuckle pads, no reinforcement may 
cover any circumferential joint. 

(c) When a baffle or baffle attach-
ment ring is used as a circumferential 
reinforcement member, it must 
produce structural integrity at least 
equal to that prescribed in § 178.345–3 
and must be circumferentially welded 
to the cargo tank shell. The welded 
portion may not be less than 50 percent 
of the total circumference of the cargo 
tank and the length of any unwelded 
space on the joint may not exceed 40 
times the shell thickness unless rein-
forced external to the cargo tank. 

(d) When a ring stiffener is used as a 
circumferential reinforcement mem-
ber, whether internal or external, rein-
forcement must be continuous around 
the circumference of the cargo tank 
shell and must be in accordance with 
the following: 

(1) The section modulus about the 
neutral axis of the ring section parallel 
to the shell must be at least equal to 
that derived from the applicable for-
mula: 

I/C = 0.00027WL, for MS, HSLA and SS; 
or 

I/C = 0.000467WL, for aluminum alloys; 

Where: 

VerDate Aug<31>2005 08:50 Nov 02, 2007 Jkt 211210 PO 00000 Frm 00992 Fmt 8010 Sfmt 8003 Y:\SGML\211210.XXX 211210eb
en

th
al

l o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R


